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Sterile, Buffered, Isotonic SolutionSterile, Buffered, Isotonic Solution

Emergency

®Salinaax  Eye Wash 
is ideal for 
flushing/ irrigating 
the eyes 
to remove
toxic substances, 
loose foreign material,
air pollutants, 
chlorinated water
and to refresh 
irritated or tired eyes.

Excelling in Healthcare Solutions

Aaxis Pacific
24-32 Forge St Blacktown NSW 2148, AUSTRALIA

TEL: +61 2 9881 3333 FAX: +61 2 9881 3322
EMAIL: info@aaxispacific.com.au
www.aaxispacific.com.au

Sterile, buffered, isotonic solution

Twist off, tamper evident cap

Blow-fill-seal manufacturing process

4 year shelf life

Designed for controlled rate of flow

Single Use

For First Aid and personal use

Distributed by

CODE DESCRIPTION

ORDERING DETAILS

Salinaax Eye Wash

13217001 0.5fl.oz (15ml) 500

   5fl.oz (148ml)13217002 48

13217003

13217004

  8fl.oz (236ml)

  16fl.oz (472ml)

CARTON  QTY

13217005   32fl.oz (944ml)

24

12

12

Salinaax Eye Wash Stations
13217018

13217019

13217008   6 x 0.5fl.oz (15ml) 60

2 x 16fl.oz (472ml)

2 x 32fl.oz (944ml)

4

4

Salinaax®
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Advantages of using a buffered eye wash solution compared 
to non-buffered
                      is a sterile, buffered, isotonic solution specifically formulated to enhance eye comfort by irrigating, 
flushing and cleaning without interfering with natural functions. Tears generally have a pH close to 7.4 as well as a 
saline content similar to the fluid of the eye.
                      is formulated to meet all of these requirements.
Non-buffered saline solution has a pH of approximately 5.4 (slightly acidic) which may result in further irritation to 
the eyes.

Every day, workers are exposed to hazardous substances. Serious injury can occur even with minor contact.
When injury happens, your employees depend on emergency eye wash stations to flush away dangerous chemicals 
to reduce potential long-term physical damage.
Toxic substances, when contacting the eye, immediately begin to damage the sensitive tissues and the longer the 
contact, the greater the damage to the eye.
Besides tissue damage, acids and alkali can change the pH in the eye itself. 
When the eyes natural pH level moves out of the narrow tolerable range, severe eye damage, including blindness may 
result. It is imperative to begin flushing as quickly as possible after the eye comes into contact with a harmful substance. 
Studies show that the seconds immediately following an eye injury or chemical splash are often critical to minimising 
damage.

                    Eye Wash Station
The                         Eye Wash Station is designed as a secondary eye wash device and is intended for support use, 
not as a replacement for self contained or plumbed units. 
The                         Eye Wash Station should be located in the immediate vicinity of employees working in a potentially 
hazardous area. It is used to deliver initial first aid while getting the person to a primary unit, or as extended aid when 
transporting a person from the primary eye wash unit to a medical facility.
Time is critical, the                        range of eye wash bottles have been designed to ensure that opening and 
commencement of flushing is achieved in optimal time. Just twist the top to break the seal and commence flushing.

Training
All employees should be familiar with the location and use of the eye wash stations.
This is important as you may be called upon to aid a fellow worker or instructor who has had an exposure.

Important
All eye care solution dispensed from bottles, should be used directly from the manufacturer’s original 
sealed, sterile bottle. For your protection,                        eye wash bottles have an expiry date and tamper 
evident caps. Once opened, or the solution has been partially used, the bottle and remaining solution 
must me discarded and replaced with a new sealed bottle.
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* ANSI Z358.1-2004 (American National Standards Institute) stipulates that eye/face wash units are to be installed within 10 seconds of hazard,
on the same level and with unobstructed travel path.

5 fl.oz (148ml) 8 fl.oz (236ml) 16 fl.oz (472ml) 32 fl.oz (944ml)

0.5 fl.oz (15ml) 6 x 0.5 fl.oz (15ml)

Eye Wash Station 2 x 16 fl.oz (472ml) Eye Wash Station 2 x 32 fl.oz (944ml)
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ACIDS & ALKALIS -  THE pH SCALE

Salinaax®

Non Buffered 0.9% Saline

 pH 7.2

 pH 5.4

Neutral

Weak Acid


